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VICINITY MAP APPLICANT CONSTRUCTION NOTES LEGEND NOTES: e o i
REFER TO ELECTRIC & GAS SERVICE REQUIREMENTS (GREEN BOOK) OR SEPARATE PGKE STANDARD | 3
INSTALL _ EXISTING _ DESCRIPTION DRAWINGS. CONTACT YOUR PG&E REPRESENTATIVE FOR COPES, OR ACCESS www.pge.com/qreenbook |7 T
. —_— - 2 oY
PRIVATE AG RD 1. APPLICANT TO TRENCH & INSTALL 1-4" CONDUIT FROM S/E " 36 PRUARY CABLE/CONDUGTOR —- SIZE AS SHOWN CONDUIT, TRENCHING, AND BACKFILL: < 3|
P —— QUADRANT OF POLE @ LOC. 3 TO NEW SPLICE BOX @ e PRMACABE 3-1/0 AL EPR-CONG-ENOR 12KV (25K0) W 1) ALL DIMENSIONS AND LOCATIONS ARE ESTIMATED, APPROXIMATE AND MAY BE SUPERSEDED BY A JONT TRENCH
| LOC. 5 -- AND FROM SPLICE BOX TO NEW TRANSFORMER 1o Dot B e ORAWNG. REFER TO THE JORT TRENGH COWPOSTE ORAVING FOR EXACT TRENCH LOCATION =
PAD @ LOC. 7. o ee—— SERVIGE CABLE - 3-I00GAL + 1-3SUAL IN 1 OF 5-5° DUGTS 2) NANTAN MAXIVUM PRACTCABLE. HORZONTAL CLEARANCE BETWEEN PGAE FACILIES AND “WET" UTLITES (WATER, | 23 2
2. APPLICANT TO INSTALL 3 x 5' FULL-TRAFFIC BOX @ LOC. 5 L SOUGR. STOM DFAN. 1), THE M. ALLOWLE SEPAATON BEWEDH FGAc FACUTES MD A PAWLEL Ver* | & <
uny s senG OF UNDISTURBED EARTH OR THE INSTALLATION OF A SUTABLE BARRIER. g
o (CODE# 041668) - SEE DETAIL BELOW.. 5 F xS x F6 PRINARY ENCLOSURE T VESOAEVENT 1o BETEEN THE OUTER Eoce OF THE SOk AL Ao e OUTER EXCE oF e P |2 o
[ 3. APPLICANT TO INSTALL 106" x 90" TRANFORMER PAD WET" FACILITY. IF 3/FT, CANNGT BE NANTANED, A FORVAL VARIANGE MUST BE OFTANED FROM PGAE WORK WITH |2 ¢
> (CODE# 040292) @ LOC. 7 - SEE DETAIL BELOW. N P TRANSFORMER, DF-L3 THE PGAE INSPECTOR (REFERENCE PGAE UD STANDARD S5453). g I
g 4. APPLICANT TO INSTALL 55" CONDUITS FROM ) BOX, PAD, AN CONDUT SZES AND LOGATENS SHAL CONRORM T0 THE PGAE SLECTRC CONSTRUCTIN DG, | & &
] TRANSFORMER PAD @ LOC. 7 TO NEW 1600AMS. - " v SERVICE PANEL £) PROVE LONG CONDUIT SWEEPS WHERE INDICATED. RECOMMENDED SWEEP RADIUS (10" OF RADIUS PER NCH OF |12 z
T BRANDT 5. ALL TRENCHING & SUBSTRUCTURES REQUIRE PG&E CONDUT DIAMETER) EXAMPLE: 4° CONDUT = 40" RADS
i INSPECTION PRIOR TO CONSTRUCTION SCHEDULING. A A 5 HASE O TRANSFORNER 5) DO NOT EXCEED 300 DEGREES OF BENDS IN ANY CONDUIT RUN (INCLUDING FEED LOCATION). NOTE: SECONDARY
o S o DLEnoL AL D05 sartTae R T A0 SERIGE SNS G 20 1 0F LSS Y U U 10 31 GEGRES O 2D (EERBICE Pose
= N . isex . REV. 7, -28- :
dg,‘" 209-942-1785, TO REQUEST PRE-CONSTRUCTION MEETING s B s xs siowt ) ANUFACTRED 03 G APPLCATON OF HEAT WAL T 5 USED T0 GBTAN LIS GONDU SVEEPS. E
& INSPECTION APPOINTMENTS. X X 7) ALL CONOUTS SHALL BE PROVEN AND A FOLYESTER PULLING TAPE. INSTALLED. =
7. 48 HRS. ADVANCE NOTICE IS REQUIRED 5) MANUFACTURED BENDS ARE NOT TO BE CUT, SHORTENED, OR ALTERED IN ANY WAY. = =
FOR PRE-CONSTRUCTION & INSPECTION APPTS 9) IDENTIFY ENDS_OF BURIED CONDUT WITH AN ELECTRONIC NARKER AND A VERTICAL CONDUIT SCRAP INSTALLED =]
o 04t FROM RIGO GAP TO GROUND LEVEL. = g 2
10) CONDUITS ENTERING PRIMARY BOXES SHALL BE AT A RIGHT ANGLE TO THE WINDOW OR WALL. 5
11) STUB CONDUIS AT RISER POLES IN QUADRANTS AS SHOWN. AT IDENTIFIED POLE LOCATIONS, THE TRENCHING Ees
TRANSFORMER AGENT IS TO EXCAVATE TO TRENCH DEPTH AND INSTALL A 30" DIAVETER CARDBOARD TUBE. THE RISER CONDUIT =
SPLICE BOX DETAIL BEND IS TO BE PLACED OUTSIDE AND ADJACENT TO THE TUBE AT THE POLE QUADRANT INDICATED. BACKLL 2 =
— PAD DETAIL AROUND AND INSIDE TUBE WITH CLEAN NATIVE FLL. g =
Loc.7 Loc.s 12) S2 STREET LIGHT CONOUTT GOING TO PGAE BOXES OR PEDESTALS NOT DESGNATED AS P.0S. = F =
=g (INCLUDING TRANSFORMERS) WILL NOT BE ACCEPTED OR CONNECTED. =R §
13) ONLY ONE L52 STREET UGHT (P.0.5) CONNECTION PER 50X OR PEDESTAL B &
=]
LAND RIGHTS AND EASMENTS: S
14) APPLICANT T PROVIDE ADEQUATE P.U.E'S AND/OR ROW'S FOR PGXE FACILITIES. ANY ADDITIONAL REQUIRED =

RIGHTS OF WAY ARE TO BE SURVEYED AND DOCUMENTED BY PGAE AT THE APPLICANT'S EXPENSE

REMOVE INSTALL
SAFETY AND WORKMANSHIP:
15) CALL 811 (UNDERGROUND SERVICE ALERT) 48 HOURS PRIOR TO EXCAVATION FOR umuy
LOCATION MARKING
COORDINATE COORDINATE
D_DEPT. ¢ g 16 48 HOUR NOTIE REGUIRED FOR UNDERGROUND. NSPECTN.
AL IN ACQUIRE/VERIFY LAND RIGHTS 10043780288 318045760208
3- 110 17) MATERIALS AND WORKMANSHIP SHALL BE FIRST QUALITY IN EVERY RESPECT, PLUMB AND TRUE, AND ACCORDING =
1-4" DUCT TO LDADING DISTRICT | LOADING DISTRICT 0 THE SPECFIC REQUREMENTS OF THE DRAWINGS AND THE ABOVE APPLICABLE NOTES AND SPEGIFICATIONS. 5
31/0 ALIN \SER @ LOC-3 sl st 18) THE APPLCAIT | O VERFY ALL PROPOSED ISTALATONS, CONITONS & SPECICATINS PROR 10 NE
1-4" DUCT TO R TX SIZE — 300kvA | TX SIZE — 45KVA COMMENCING WITH ANY PORT AN OSCREPANCIES DELETONS OF INGONSSTENCIES ARE 10 3|2
- Loc. 7 STRAIGHT RERORTED T0 THE POKE REPRESENTATIVE INMEDINTELY DUPLY W AL ACPLCABLE g2
1664576 @ Shuces KVA 18 — KVA 18 — SPESIPERTIONS. 80y VAGATIONS. EROM PLAYS OF SPECIICATIONS REUEVES FOSE. OF ALL RESPONGELTY FOR THE =la
KVA 38 — 85HP KVA 38 — 40HP SUBSTRUCTURE OR DESIGN. ElE
% LF. - 20% % LF. — 100% § é
z

APPLICANT TO

CKT. MAP. AV121

[PRIMARY VOLTAGE: 12

BETWEEN LOC. 14 2 APPLICANT TO PROVIDE &
AMINIMUM OF 10' FROM /ACCESS TO PGSE FOR

OUTSIDE PGAE CONSTRUCTION AND

CONDUCTOR MAINTENANGE

34 AR 12KV

INST 3.2AR 12KV,

REVISIONS
DESCRIPTION

INST 3-1/0 AL EPR-CONC-ENCAP 12KV (25KV)
IN 14" DUCT BY APPL

INST 310 AL EPR-CONCENGAP 121 (25)
4 DUCT BY APPL
0(361)

1600AMS

IE DATE

@ T-664576
KVA

3000
LOAD=200HP

TO NEW RISER POLE

SEE BOX DETAL
ABOVE LEFT

SEE PAD DETAIL

INST 3-1000AL + 1-350AL E/5 TRETHEWAY RD.
. IN 1 OF 55" DUCTS BY APPL NIO VICTOR SUB n

REFUSE Jof 257

COORDINATE #
100000007579
LOADING DISTRICT
si
TX SIZE — 300KvA

KVA 18 —
KVA 38 — 200HP
% LF. - 100%

765" WEST OF
NORTH END TRETHEWAY RD
LOCKEFORD
PACIFIC GAS & ELECTRIC COMPANY
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